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Solar protection

Sunmate



Su
nm

at
e

*Available in 3.000 mm width. *Auch in 3.000 mm Warenbreite erhältlich.
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Colour 
Code 
Farb-
nummer

Lighttrans-
mission Tv1 

Lichttrans-
mission Tv1

%

Solartrans-
mission Ts1 

Solartrans-
mission Ts1

%

Solar-
refl exion Rs1

Solar-
refl exion Rs1

%

ISO 52022-3 Typ C 2
ISO 52022-3 Typ C 2

gtot

ISO 52022-3 Typ D 3
ISO 52022-3 Typ D 3

gtot

Glarecontrol 
Blendschutz

Visualcontact
with the 
outside 
Sichtkontakt 
nach außen

Nightprivacy
Sichtschutz 
bei Nacht

0100* 18 20 68 0,26 0,12 2 0 2

0101* 5 10 52 0,34 0,17 4 0 3

0102 0 1 20 0,48 0,26 4 0 4

0103 10 14 58 0,32 0,17 3 0 3

0104* 16 18 65 0,28 0,13 2 0 2

0107 1 7 35 0,43 0,25 4 0 4

0108 15 17 62 0,30 0,15 3 0 3

0111 20 20 69 0,26 0,12 2 0 2

0112 5 14 55 0,34 0,19 4 0 3

0113 9 12 50 0,36 0,20 4 0 3

0114* 20 21 71 0,25 0,11 1 0 2

0115* 12 16 63 0,29 0,14 3 0 3

0959 1 4 30 0,44 0,24 4 0 4

0960 0 1 13 0,50 0,28 4 0 4

0980 0 1 16 0,51 0,29 4 0 4

0981 11 17 63 0,29 0,15 3 0 3

0982 7 10 49 0,35 0,18 4 0 3

0983 12 16 58 0,32 0,17 3 0 3

0994 1 5 31 0,44 0,26 4 0 4

5001 0 1 18 0,49 0,27 4 0 4

Sunmate

*Available in 3.000 mm width. *Auch in 3.000 mm Warenbreite erhältlich.
1 DIN EN 14501; 2 Type C: heat-insulating double glazing g=0,59/U=1,2; 3 Type D: heat-insulating double glazing 
with solar control g=0,32/U=1,1 
1 DIN EN 14501; 2 Typ C: wärmedämmende Doppelverglasung g=0,59/U=1,2; 3 Typ D: wärmedämmende Doppelverglasung 
mit solarer Kontrolle g=0,32/U=1,1

Subject to change regarding technical upgrades. Values indicated without tolerance levels are nominal values with a tolerance range ± 5 %. 
All data presented here is given to the best of our current knowledge for guidance purposes and is not legally binding. 
Änderungen, die dem technischen Fortschritt dienen, behalten wir uns vor. Werte ohne Toleranzangaben sind Nennwerte mit einer 
Toleranz von ± 5 %. Die Angaben  entsprechen unserem heutigen Kenntnisstand und sollen ohne Rechtsverbindlichkeit informieren.

Thickness mm 
Dicke mm 
DIN EN ISO 2286-3

0,3

Colour fastness
Farbechtheit
DIN EN ISO 105-B02

> 6

Flame retardant 
Flammhemmend DIN 4102 B1

Width mm 
Warenbreite mm 

89/127/2.450/
3.000 (limited colour-range/limitierte Farbauswahl)

Weight g/sm 
Gewicht g/m2

DIN EN 12127
210

further certifi cates 
weitere Zertifi kate

EN 13501 B-s1-d0; UNI 9177 Classe I (UNO); 
US NFPA 701; EN 13773 Class 1

OEKOTEX 
STANDARD 100 ü

GREENGUARD 
GOLD ü

PVC free
PVC frei ü

Sunmate



Competence and 
diversity of textiles 
for public buildings
as well as private 
homes
We supply a wide range of fabrics for interior sunshading 
 solutions in widths of up to 300 cm. The yarns we use are 
manufactured from polyester (without permanent fl ame
 retardant properties), Trevira CS® or a mixture of the two. 
All coatings are PVC-free (to avoid unpleasant odours due 
to volatile plasticiser components) and simplify recycling 
when the roller blind reaches the end of its lifetime.

Sunmate
•  A successful proof that even inexpensive blind 

fabrics can answer aesthetic performance criteria
•  Carefully selected colours do harmonize with the 

spirit of modern interior design 
• Available up to 300 cm width 

• Dim-Out Quality
• PVC free
• Available up to 300 cm
• Flame retardant
• Sight Protection

Made in Germany

PVC
FREE
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VERSEIDAG-INDUTEX GmbH
Germany
Industriestrasse 56, 47803 Krefeld
P.O. Box 102313, 47723 Krefeld
T +49 2151 876-0
F +49 2151 876-291
info@verseidag.de



Solar protection

Suntech 100 
 Suntech 100 pearl
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1151

1144

094911370997

1150 0953

ࠈࠇࠈ01230

1145

0952

1136

01250964

0992

0965

09910993

1152

0996 ࠇࠂ11

0990



0123 13 16 75 0,23 0,10 3 0 3

0125 10 14 74 0,23 0,10 4 0 3

0953 4 7 72 0,24 0,10 4 0 4

0964 6 10 72 0,23 0,10 4 0 3

0965 1 2 69 0,24 0,11 4 0 4

0989 14 16 74 0,23 0,10 3 0 3

0990 12 14 75 0,22 0,10 3 0 3

0991 7 11 74 0,23 0,10 4 0 3

0992 11 14 75 0,22 0,10 3 0 3

0993 6 12 74 0,22 0,10 4 0 3

1150 13 15 74 0,23 0,10 3 0 3

1151 1 4 72 0,23 0,10 4 0 4

1152 11 14 74 0,22 0,10 3 0 3

Suntech 100 pearl

Suntech 100
Colour 
Code 
Farb-
nummer

Lighttrans-
mission Tv1 

Lichttrans-
mission Tv1

%

Solartrans-
mission Ts1 

Solartrans-
mission Ts1

%

Solar-
refl exion Rs1

Solar-
refl exion Rs1

%

ISO 52022-3 Typ C 2
ISO 52022-3 Typ C 2

gtot

ISO 52022-3 Typ D 3
ISO 52022-3 Typ D 3

gtot

Glarecontrol 
Blendschutz

Visualcontact
with the 
outside 
Sichtkontakt 
nach außen

Nightprivacy
Sichtschutz 
bei Nacht

0949 5 ࠇ ࠇࠅ 0,26 0,11 4 0 3

0952 13 15 70 0,25 0,11 3 0 3

0996 ࠇ 11 ࠇࠅ 0,26 0,12 4 0 3

0997 2 3 65 0,26 0,12 4 0 4

1136 9 14 69 0,25 0,11 4 0 3

1137 2 5 67 0,26 0,12 4 0 4

1138 15 17 71 0,24 0,11 2 0 3

1144 ࠇ1 19 73 0,24 0,10 2 0 2

1145 13 15 71 0,24 0,11 3 0 3

Thickness mm 
Dicke mm 
DzN EN zS¶ ࠂ࢛ࠅࠇࠁࠁ

0,3

Colour fastness
Farbechtheit
DIN EN ISO 105-B02

ओ ࠅ

Flame retardant 
Flammhemmend DIN 4102 B1

Suntech 100 Suntech 100 pearl

Width mm 
Warenbreite mm 50ࠃ.ࠁࡹࠆࠁ1ࡹࠈࠇ 50ࠃ.ࠁࡹࠆࠁ1ࡹࠈࠇ

ĭeight gࡹsm 
Gewicht gࡹm2

DIN EN 12127
240 250

further certifi cates 
weitere Zertifi kate EN 13501 B-s2-d0 EN 13501 B-s2-d0

¶EK¶TEĴ 
STANDARD 100 ü

GREENGUARD 
GOLD ü

PVC free
PVC frei ü

Suntech 100  | Suntech 100 pearl

1 DIN EN 14501; 2 Type -࡫ heat࢛insulating double glazing gऑ0ࡹࠈ5࡬Uऑ13 ࡸࠁ࡬ Type D: heat-insulating double glazing 
with solar control gऑ0ࡹࠁࠂ࡬Uऑ11࡬ 
1 DIN EN 14501; 2 Typ -࡫ wťrmedťmmende Doppelverglasung gऑ0ࡹࠈ5࡬Uऑ13 ࡸࠁ࡬ Typ D: wärmedämmende Doppelverglasung 
mit solarer Kontrolle gऑ0ࡹࠁࠂ࡬Uऑ11࡬

Subǿect to change regarding technical upgrades. Īalues indicated without tolerance levels are nominal values with a tolerance range ± 5 %. 
All data presented here is given to the best of our current knowledge for guidance purposes and is not legally binding. 
Änderungen, die dem technischen Fortschritt dienen, behalten wir uns vor. Werte ohne Toleranzangaben sind Nennwerte mit einer 
Toleranz von ± 5 %. Die Angaben  entsprechen unserem heutigen Kenntnisstand und sollen ohne Rechtsverbindlichkeit informieren.



Competence and 
diversity of textiles 
for public buildings
as well as private 
homes
We supply a wide range of fabrics for interior sunshading 
 solutions in widths of up to 300 cm. The yarns we use are 
manufactured from polyester (without permanent fl ame
 retardant properties), Trevira CS® or a mixture of the two. 
All coatings are PVC-free (to avoid unpleasant odours due 
to volatile plasticiser components) and simplify recycling 
when the roller blind reaches the end of its lifetime.

Suntech 100  | Suntech 100 pearl
•   A superior material with refl ective coatings either 

in white or metallic-touch
•  Decent colour ranges with a smooth and cool surface 

on the backside achieving light refl ection of ओ 0ࠇ % 
•  áerfect solution for todayࢬs offi ce eɩuipment

• Dim-Out Quality
•  PVC free
•  Refl ective áearl -oating
•  Flame retardant
• Thermal Protection
•  Sight Protection

Made in Germany
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VERSEIDAG-INDUTEX GmbH
Germany
zndustriestrasse 5ࠂ0ࠇࠆࠃ ࡬ࠅ Krefeld
á.¶. %ox 10ࠂࠁࠆࠆࠃ ࡬ࠂ1ࠂࠁ Krefeld
T +49 2151 0࢛ࠅࠆࠇ
F +49 2151 1ࠈࠁ࢛ࠅࠆࠇ
info@verseidag.de

PVC
FREE



Solar protection

Sunblock
Sunblock DS
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1171

0978

037102570351

1121

0979

1134

0970

11331120

02531120

02550358

11240988

0986 1125

1122

0370

0252

0987



Thickness mm 
Dicke mm 
DIN EN ISO 2286-3

0,4

Colour fastness
Farbechtheit
DIN EN ISO 105-B02

> 6

Flame retardant 
Flammhemmend DIN 4102 B1

OEKOTEX 
STANDARD 100 ü

GREENGUARD 
GOLD ü

PVC free
PVC frei ü

Sunblock Sunblock DS

Width mm 
Warenbreite mm 89/127/2.450 89/127/2.450

Weight g/sm 
Gewicht g/m2

DIN EN 12127
340 340

further certifi cates 
weitere Zertifi kate

EN 13501 B-s1-d0;
UNI 9177 Classe I 
(UNO); US NFPA 701; 
EN 13773 Class 1

EN 13501 B-s2-d0;
UNI 9177 Classe I 
(UNO); US NFPA 701; 
EN 13773 Class 1

Sunblock | Sunblock DS

Colour 
Code 
Farb-
nummer

Lighttrans-
mission Tv1 

Lichttrans-
mission Tv1

%

Solartrans-
mission Ts1 

Solartrans-
mission Ts1

%

Solar-
refl exion Rs1

Solar-
refl exion Rs1

%

ISO 52022-3 Typ C 2
ISO 52022-3 Typ C 2

gtot

ISO 52022-3 Typ D 3
ISO 52022-3 Typ D 3

gtot

Glarecontrol 
Blendschutz

Visualcontact
with the 
outside 
Sichtkontakt 
nach außen

Nightprivacy
Sichtschutz 
bei Nacht

0970 0 0 73 0,20 0,09 4 0 4

0978 0 0 74 0,20 0,08 4 0 4

0979 0 0 73 0,20 0,09 4 0 4

0986 0 0 73 0,20 0,09 4 0 4

0987 0 0 74 0,20 0,08 4 0 4

0988 0 0 73 0,20 0,09 4 0 4

1120 0 0 73 0,20 0,09 4 0 4

1121 0 0 73 0,20 0,08 4 0 4

1122 0 0 73 0,20 0,08 4 0 4

1124 0 0 70 0,21 0,09 4 0 4

1125 0 0 70 0,22 0,09 4 0 4

1133 0 0 72 0,21 0,09 4 0 4

1134 0 0 73 0,20 0,09 4 0 4

1171 0 0 70 0,22 0,09 4 0 4

Sunblock

0252 0 0 62 0,28 0,15 4 0 4

0253 0 0 71 0,22 0,10 4 0 4

0255 0 0 50 0,34 0,20 4 0 4

0257 0 0 7 0,48 0,27 4 0 4

0351 0 0 22 0,46 0,28 4 0 4

0358 0 0 54 0,31 0,16 4 0 4

0370 0 0 61 0,26 0,13 4 0 4

0371 0 0 21 0,44 0,24 4 0 4

1120 0 0 73 0,20 0,09 4 0 4

Sunblock DS

1 DIN EN 14501; 2 Type C: heat-insulating double glazing g=0,59/U=1,2; 3 Type D: heat-insulating double glazing 
with solar control g=0,32/U=1,1 
1 DIN EN 14501; 2 Typ C: wärmedämmende Doppelverglasung g=0,59/U=1,2; 3 Typ D: wärmedämmende Doppelverglasung 
mit solarer Kontrolle g=0,32/U=1,1

Subject to change regarding technical upgrades. Values indicated without tolerance levels are nominal values with a tolerance range ± 5 %. 
All data presented here is given to the best of our current knowledge for guidance purposes and is not legally binding. 
Änderungen, die dem technischen Fortschritt dienen, behalten wir uns vor. Werte ohne Toleranzangaben sind Nennwerte mit einer 
Toleranz von ± 5 %. Die Angaben  entsprechen unserem heutigen Kenntnisstand und sollen ohne Rechtsverbindlichkeit informieren.



Sunblock | Sunblock DS
•  A lightweight black-out fabric with different 

backing options 
•  Choosing privacy- and sunprotection in it’s most 

extreme way
•  Uncompromising privacy protection and reliable 

black-out conditions for beamer or video presentation
•  ĭhite backing for high refl ection to prevent from 

solar radiation
•  Colour matching backside to comply with aesthetic 

demands of interior decoration 

Competence and 
diversity of textiles 
for public buildings
as well as private 
homes
We supply a wide range of fabrics for interior sunshading 
 solutions in widths of up to 300 cm. The yarns we use are 
manufactured from polyester (without permanent fl ame
 retardant properties), Trevira CS® or a mixture of the two. 
All coatings are PVC-free (to avoid unpleasant odours due 
to volatile plasticiser components) and simplify recycling 
when the roller blind reaches the end of its lifetime.

•  Black-Out Quality
•  PVC free
•  Flame retardant
•  Thermal Protection
•  Sight Protection

Made in Germany

PVC
FREE
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VERSEIDAG-INDUTEX GmbH
Germany
Industriestrasse 56, 47803 Krefeld
P.O. Box 102313, 47723 Krefeld
T +49 2151 876-0
F +49 2151 876-291
info@verseidag.de













Orbweg 16 • 63741 Aschaffenburg

Telefon: (0 60 21) 42 940-0 
Telefax: (0 60 21) 42 940-20 

E-Mail: info@boden-sonnenschutz.de

www.boden-sonnenschutz.de
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